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Item # 47868, 5/16 x 2-1/2 Construction Lag Screw  

 

Star Drive, 1000 Hour Bronze Ceramic Coat, Truss Head, Type 17 Cut Point
An alternative to the ordinary lag screw.
Hardened for strength and requires no pre-drilling.

The Power Pro family of products has features that are both impr

Size 5/16 x 2-1/2

Finish Bronze Ceramic Coat

Packaging

Small Piece Count

Driver Bit Size T30

Pieces per Pak 35

Specifications | Weather Maxx

Specifications

7/27/2017 | Page 1 of 2

http://www.hillmangroup.com/
http://wedo.hillmangroup.com/printitem/all-categories/e-construction-lag-screw-star-drive-ceramic-coated/47868?dlpdf=t#Specifications
http://wedo.hillmangroup.com/printitem/all-categories/e-construction-lag-screw-star-drive-ceramic-coated/47868?dlpdf=t#Weather Maxx
http://wedo.hillmangroup.com/Asset/47866_47871_Small-Piece-Count.jpg
http://wedo.hillmangroup.com/plp/htm/ibot.htm


UPC 008236695014

For Use With Treated Lumber

Better 
Ceramic Coated screws

Provides superior rust and corrosion protection.
Recommended for ACQ, CA, and CCA treated lumber. Also recommended for cedar and

redwood construction.
Provides multiple layers of zinc and polymer based coatings that ensure corrosion protection.
Conforms with I.C.C.-E.S. reports that allow for use of triple coated zinc polymer fasteners in

contact with treated wood.
Exceeds 1000 hour salt spray test under ASTM B117. 
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