
1-1/4 HP 
PLUNGE ROUTER  

PRECISION FINISH.

DURABILITYDURABILITY

Oversized ball bearing construction 
for long tool life

PRECISIONPRECISION

Plunge depth adjustment lever with
three preset depth stops

makitatools.com

Model
RP0900K

CONVENIENCECONVENIENCE

Durable flat top design for added 
convenience when changing bits

CAPACITYCAPACITY

0" - 1-3/8" plunge depth capacity for
easy penetration into work piece

POWERFUL 8 AMP MOTOR DELIVERS 27,000 RPM FOR SMOOTH ROUTING 

Oversized Ball Bearing Construction for Long Tool Life

Durable Flat Top Design for Added Convenience when Changing Bits

Rubberized Contoured Handles with Built-in Switch For Better Fit and Control 

Easy-to-read Depth Scales 

Uses 1/4" Shank Routers Bits

Double Insulated 
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All specifications subject to change without prior notice. All models and accessories subject to stock on hand.
NTF-0909-400  MA-0741-09 Makita U.S.A., 14930 Northam St., La Mirada, CA 90638 

Model RP0900K
1-1/4 HP PLUNGE ROUTER 

Makita offers a wide variety of Router accessories. For a complete listing, please refer to the Makita General
Catalog, visit our website at makitatools.com, or call 1-800-4MAKITA.

FEATURES & BENEFITSFEATURES & BENEFITS

Model RP0900K

SPECIFICATIONSSPECIFICATIONS

OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES

■ Powerful 8 AMP motor delivers 27,000 RPM for smooth routing

■ 0" - 1-3/8" plunge depth capacity for easy penetration into work piece

■ Plunge depth adjustment lever with 3 preset depth stops for added precision

■ Oversized ball bearing construction for long tool life

■ Durable flat top design for added convenience when changing bits

■ Rubberized contoured handles with built-in switch for better fit and control 

■ Easy-to-read depth scales 

STANDARD EQUIPMENTSTANDARD EQUIPMENT

■ 1/4" Collet cone (763637-1) 

■ Straight guide (164834-6) 

■ Wrench (781006-4)

■ Wrench (781011-1)

■ Tool case (824880-8)

Collet capacity 1/4"
Plunge capacity 0" - 1-3/8"
No load speed 27,000 RPM
AMPS 8.0
Maximum horsepower 1-1/4
Height 8-1/2"
Net weight 6.0 lbs.
Shipping weight 12.2 lbs.
UPC code 088381-099219

■ Straight guide (164834-6)

■ Template guide (164835-4)

■ Template guide nut (252627-4)

■ Template guide adaptor (321492-3)

■ Clamp set (194385-5)

■ Guide rail adaptor (194579-2)

■ Guide rail 55" (194368-5)

■ Guide rail 118" (194367-7)


