
MINWAX® Technical Data Sheet
MINWAX® WOOD PUTTY

                                                                             DESCRIPTION:_____________________________________

An easy to use, non-hardening, pre-mixed putty color-matched to Minwax® Wood Finish™ Stains. and intend-
ed to repair minor scratches, gouges, and nail holes. Wood Putty is available in 10 colors and may be intermixed 
for custom matches.

                                                                              RECOMMENDED USE:_____________________________

Designed to fill nail holes and cover minor imperfections, scratches, and gouges in bare, painted, stained, and 
finished wood.

                                                                 SURFACE PREPARATION:________________________________

1. Surface must be clean and dry.
2. Stain, seal, or topcoat before applying putty.

                                                                 APPLICATION NOTES:___________________________________

1) Press putty into nail holes or minor imperfections.  
2) Wipe excess putty from surrounding area with a damp cloth.  Minwax Wood Putty will not harden to a sand-
able surface.

*Read all label directions and cautions carefully before use*.

                                                                                SAFETY:_________________________________________

CAUTION!  May cause slight irritation to individuals with sensitive skin.  Wash hands thoroughly after using 
Wood Putty.  KEEP OUT OF REACH OF CHILDREN.

                                                                 PHYSICAL PROPERTIES:_________________________________

                      Testing method:
Resin type:             Marine/Vegetable Non-Drying Oils
Solvent:              None
Odor:              Slight
 VOC              0 
% Solids:             100       
Specific gravity:            1.98 Average   
Flash Point             N/A      
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