
ENAMELLED STEEL

COLONY RECESS BATH for Above Floor
Rough Installation

❏ 0182 000   

❏ 0184 000 Left Hand Outlet (LHO)
for above floor installation

Right Hand Outlet (RHO)
for above floor 
installation (Illustrated)

❏ 0182 S00   RHO with Slip Resistant Surface
❏ 0182 330   RHO with Sound Deadening
❏ 0182 331   RHO with Slip Resistant Surface

and Sound Deadening

❏ 0184 S00   LHO with Slip Resistant Surface
❏ 0184 330   LHO with Sound Deadening
❏ 0184 331   LHO with Slip Resistant Surface

and Sound Deadening

Product Features:
• Acid resisting, one-piece, enamelled
  steel recess bath
• Glossy porcelain finish
• Integral apron and tiling flange
• End drain outlet

Actual Dimensions: 
1524 x 762 x 413mm
(60" x 30" x 16-1/4") 
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COLONY™
RECESS BATH

Compliance Certifications -
Meets or Exceeds the Following Specifications:
• ASME A112.19.4M for Enamelled Steel Fixtures
• ASTM F-462 for Slip-resistant Bathing Facilities
• CAN/CSA B45 Series

To Be Specified - Required:

❏ Colour:  

❏

❏

Bath Faucet* (specify finish)

Bath Drain: (specify finish)

* See faucet section for models available

❏ White   ❏ Bone   ❏ Silver Gray
❏ Linen

NOTE: Measurements may vary plus or minus 1/4" (6mm).
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PLUMBER NOTE:
PROVIDE SUITABLE
SUPPORT AT THIS POINT.

C/L OF SHOWER ARM
OPTIONAL TO FINISHED FLOOR 
(USALLY BETWEEN 1651 to 
1981mm ( 65" & 78')

C/L OF SHOWER CURTAIN ROD
(USUALLY 1930mm (76")
FROM FIN. FLOOR)
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C/L OF DRAIN

NOTE: CONCEALED
PIPING NOT INCLUDED
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